
Range Name:

Sorvick Slats

Ref: PE-TDS-Sorvick Slats-26H1.1

Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.

Physıcal Propertıes

Group

Values According To

Material

Colours

Finish

Size Formats (mm)

Thickness (mm)

Result

Bl
a

EN14411

Porcelain

Beige, Honey, Brown, Grey

Matt

9.5mm

600x1200mm

Technical Properties

Resistance to surface abrasion (PEI Method) 

Water absorption

Chemical Resistance

Hydrocloric Acid - 3%

Hydrocloric Acid - 18%

Citric Acid - 100g/L

Lactic Acid - 5%

Potassium Hydroxide - 30g/L

Potassium Hydroxide - 100g/L

Stain Resistance

Slip Resistance 

Mohs Hardness

Testing To Standard

UNE-EN ISO 10545-7:1999

UNE-EN ISO 10545-3

UNE-EN ISO 10545-13:1998

UNE-EN ISO 10545-13:1998

UNE-EN ISO 10545-13:1998

UNE-EN ISO 10545-13:1998

UNE-EN ISO 10545-13:1998

UNE-EN ISO 10545-13:1998

UNE-EN ISO 10545-14:1998

UNE-ENV 12633:2003

UNE-67-101-85 (EN-101)

Values

Classification III

0.20%

GLA

GHA

GLA

GHA

GLA

GHA

Classification 5

Class 1 (RD-26)

6




