
Testing To Standard Average Typical Values Result

Physical Properties

Group Blll

Values According To EN 14411

Material Ceramic

Colours Blanco, Marfil, Hueso, Perla, Almond, Light Grey, Roca, Crema, Olive, Piedra, Amarillo, Sol, 
Mustaza, Ocre, Naranja, Salmon, Rosa, Coral, Beige, Roja, Fuego, Manzana, Pistacho, Oasis, 

Morado, Burdeos, Granate, Marron

Finish Matt, Matt Bevel, Gloss, Gloss Bevel

Size Formats (mm) 75 x 150, 75 x 300, 100 x 300, 150 x 150

Thickness (mm) 7

Rectified No

Shade Variation V1

Technical Properties

Water Absorption UNE-EN ISO 10545/3 15.5%

Flexion Resistance N/mm2 UNE-EN ISO 10545/4 > 23 N/mm2

Lineal Thermic Dilatation UNE-EN ISO 10545/8 7.10-6 /ºC

Thermic impact resistance UNE-EN ISO 10545/9 Complies

Expansion due to moisture UNE-EN ISO 10545/10 < 0.6%

Crazing Resistance UNE-EN ISO 10545/11 Complies

Frost Resistance UNE-EN ISO 10545/12 Complies

Stain Resistance UNE-EN ISO 10545/14 Type 5

Surface Scratch Resistance (MOHS Scale) UNE 67101 (EN 101) 3

Natural Radioactivity Complies 

Chemical Resistance Properties

To Soft and Strong, Bases and Acids UNE-EN ISO 10545/13 GLA GHA

Household Cleaning Products and Pool Salts UNE-EN ISO 10545/13 GA

Range Name: Ref: P+E-BPB-TDS-01

Carnival Colours Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.

Range Name:

Calacatta Vagli

Ref: TDS-Calacatta Vagli-26D3

Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.
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Blll

EN14411

Porcelain

Horizon Gold

Technical Properties

Reaction to fire

Release of dangerous substances - glazed tiles:

Lead [mg/dm2]

Cadmium [mg/dm2]

Other 

Bond strength / adhesion [N/mm2]:

Cementitious adhesives

Dispersion adhesives 

Reaction resin adhesives

Mortar

Thermal shock resistance

Break strength (N)

Slipperiness 

Tactility

Durability for: 

Internal uses

External uses

Work size width tolerence 

Work size length tolerence 

Work size thickness tolerence 

Work size width straightness tolerence 

Work size length straightness tolerence

Work size width rectangularity tolerence

Work size length rectangularity tolerence

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012 

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

A1/A1
FL

≤ 0.8

≤ 0.07

NPD

≥ 0.5

≥ 1

≥ 2

NPD

Pass

minimum 1300

10 ≤ α
shod

 < 19

NPD

Pass

Pass

± 0.6 %; ± 2.0 mm

± 0.6 %; ± 2.0 mm

± 5 %; ± 0.5 mm

± 0.5 %; ± 1.5 mm

± 0.5 %; ± 1.5 mm

± 0.5 %; ± 2 mm

± 0.5 %; ± 2 mm

Matt, Polished, Satin, Tri-D

298 x 598, 598 x 598, 1198 x 598, 1198 x 1198

8mm

Yes

V2
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Range Name: Ref: P+E-BPB-TDS-01

Carnival Colours Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.

Technical Properties (continued)

Tolerence of flatness centre curvature

Tolerence of flatness edge curvature (width) 

Tolerence of flatness edge curvature (length) 

Tolerence of flatness warpage 

Water absorption E
b
 [%] 

Breaking strength [N] 

Flexural tensile strength [N/mm2] 

Resistance to deep abrasion - unglazed [mm3] 

Resistance to surface abrasion - glazed [PEI/no. of rotations] 

Crazing resistance - glazed tiles 

Impact resistance 

Resistance to staining 

Resistance to low concentrations of acids and alkalis 

Resistance to high concentrations of acids and alkalis 

Resistance to Household Chemicals and Pool Salts 

Natural radioactivity [Bq/kg] 

Slip - BARE FOOT

Slip - BARE FOOT αbarefoot [°] 

Slip resistance - R 

Slip resistance (PTV) - risk of dry/wet slippage - slider 55 

Slip resistance (PTV) - risk of dry/wet slippage - slider 96 

Displacement area class / displacement surface 

Emissions of volatile organic compounds (VOCs) - class 

Thermal conductivity coefficient [W/m*K] 

Safety class of glass products

Testing To Standard

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012 

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

EN14411:2012

DIN EN 16165:2023-02 [A]

EN 16165:2021 [A] 

DIN EN 16165:2023-02 [B]

BS 7976-2:2002+A1:2013 / UKSRG

BS 7976-2:2002+A1:2013 / UKSRG

DIN 51130

ISO 16000

PN-EN 12664

PN-EN 12600

Result

± 0.5 %; ± 2 mm

± 0.5 %; ± 2 mm

± 0.5 %; ± 2 mm

± 0.5 %; ± 2 mm

≤ 0.5

Minimum 1300

Minimum 35

N/A 

4/12000 class

Pass

NPD

5 class

LA class

N/A 

A Class 

f1 ≤ 1, f2 ≤ 240

NPD

NPD

R10

LOW (≥36) 

LOW (≥36)

N/A

A+

NPD

N/A

Range Name:

Calacatta Vagli

Ref: TDS-Calacatta Vagli-26D3

Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.




