
Testing To Standard Average Typical Values Result

Physical Properties

Group Blll

Values According To EN 14411

Material Ceramic

Colours Blanco, Marfil, Hueso, Perla, Almond, Light Grey, Roca, Crema, Olive, Piedra, Amarillo, Sol, 
Mustaza, Ocre, Naranja, Salmon, Rosa, Coral, Beige, Roja, Fuego, Manzana, Pistacho, Oasis, 

Morado, Burdeos, Granate, Marron

Finish Matt, Matt Bevel, Gloss, Gloss Bevel

Size Formats (mm) 75 x 150, 75 x 300, 100 x 300, 150 x 150

Thickness (mm) 7

Rectified No

Shade Variation V1

Technical Properties

Water Absorption UNE-EN ISO 10545/3 15.5%

Flexion Resistance N/mm2 UNE-EN ISO 10545/4 > 23 N/mm2

Lineal Thermic Dilatation UNE-EN ISO 10545/8 7.10-6 /ºC

Thermic impact resistance UNE-EN ISO 10545/9 Complies

Expansion due to moisture UNE-EN ISO 10545/10 < 0.6%

Crazing Resistance UNE-EN ISO 10545/11 Complies

Frost Resistance UNE-EN ISO 10545/12 Complies

Stain Resistance UNE-EN ISO 10545/14 Type 5

Surface Scratch Resistance (MOHS Scale) UNE 67101 (EN 101) 3

Natural Radioactivity Complies 

Chemical Resistance Properties

To Soft and Strong, Bases and Acids UNE-EN ISO 10545/13 GLA GHA

Household Cleaning Products and Pool Salts UNE-EN ISO 10545/13 GA

Range Name: Ref: P+E-BPB-TDS-01

Carnival Colours Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.

Range Name:

Hometown Stone

Ref: TDS-Hometown Stone-26D1

Technical specification of dry pressed ceramic wall tiles manufactured in 
accordance with the EN 14411 standard, Blll group.

Physıcal Propertıes

Group

Values According To

Material

Colours

Finish

Size Formats (mm)

Thickness (mm)

Rectified

Shade Variation

Result

Blll

EN14411

Porcelain

Cream, Tortora, Grey, Taupe, Ghiaccio, Black

Black+Tortora Hex, Taupe+Cream Hex, Ghiaccio+Grey Hex

Caldo Stripe, Freddo Stripe

Matt

75 x 300, 600 x 300, 600 x 600

600 x 1200, 1200 x 1200, 297 x 297 Stripe,

300 x 300 Square Mosaic, 344 x 300 Small Hex

8.5mm, 9mm (1200x1200 & 1081x1200 Only)

Yes

V2

Technical Properties

Length and width

Thickness

Wedging

Warpage

Water Absorbtion

Bending Strength

Crazing Resistance

Chemical Resistance

Stain Resistance

Frost Resistance

Resistance to surface abrasion of glazed tiles

Scratch hardness (MOHS scale)

Skid resistance. Average coefficient of friction

Testing To Standard

ISO 10545-2

ISO 10545-2

ISO 10545-2

ISO 10545-2

ISO 10545-3

ISO 10545-4

ISO 10545-11

ISO 10545-13

ISO 10545-14

ISO 10545-12

ISO 10545-7

EN101

B.C.R.A. REP. CEC.6/81

DIN 51130

DIN 51097

DCOF

BOT 3000

Results

±0.5% - Pass 

±5% - Pass 

±0.5%  - Pass 

±0.5% - Pass 

≤ 0.5% - Pass 

R > 35 N/mm2 

Resistant 

Class A-LA-HA 

Class 5 

Resistant 

 Black - Class 3 , Cream - Class 5

≥ 6

0.40 ≤ m ≤ 0.74

 R10

Class B / Class C (No Wax)

m > 0.74
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R11

Class B / Class C (No Wax)

m > 0.74
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R9

Class B / Class C (No Wax)

m > 0.74




